Shin Yi

Pac tinh - Features:

Van dugc thié€t k&€ theo kiéu
léch tam cho luc van thap.
Double eccentric design for
low torque and less seat
wearing.

Van dugc bao ph béi son
epoxy chéng &n mon. Do day
son epoxy = 300pum

Coated with powder epoxy for
corrosion resistance. Epoxy
coating thickness = 300um

Pong md theo hai chiéu nhe
nhang.
Bi-directional tight shut off.

Hai vong lam kin & ty trén gitp
van luon ludn kin trong sudt qud
trinh hoatdong.

Upper shaft have dual o-ring to
prevent from leakage during
operation.

Thiét k& theo tieu chudn - Design
Standard: BS 5155 / APl 609, BS
EN1074-1.

Tiéu chuén gitia hai mat bich - Face
to Face Standard: BS EN 558-1
Table 1 Series 20 / BS 5155 / 1SO
5752 Table 1 Series 20 / ASME
B16.10 / APl 609 / Mounting
Flange

K&t noi theo tiéu chudn - 1SO5211
Connection Standard: BS EN
1092-2 / ISO 7005-2 / ASME
B16.42/JISB2220

WBSS - Van buém tin hiéu la loai van buém kiéu dia dém c6 gan
thém hop tin hi¢u dién. Hop tin hiéu sé cung cap tin hiéu téi
phong diéu khién dé thong bao tinh trang ctia van dong hay mé.

The WBSS is a resilient seated butterfly valve. It is equipped with

a plastic electric signal box, and transmitted the signal to control
room for monitoring the valve the open situation.

Linh vuc ding dung - Field Services:

Van dugc (ng dung trong cac nganh cép thoat nuéc, trong chu trinh
nuéc clia hé thong HVAC, hé théng PCCC...

Suitable for water supply. Drainage & water circulation. Heat &
cooling system Including, Air-Conditioning. Fire-fighting & Irrigation
System.

Théng sé6 ky thuat - Technical data:

Kich thuéc - Size range: DN50-DN300 mm

Ap suat 1am viéc - Pressure rating: 10, 16, 20 kgf/cm’

Nhiét do lam viéc - Working Temp: -10° ~ 80°C

Moi trusng lam viéc - Flow Media: Nuéc, nuéc thai

Water sewage.

Két néi - End connection: PN10 / PN16 / JIST0K / ANSI 150-LB




o ‘ No. Part Name Material Standard
o LT 11V 1 Body Ductile Iron ASTM AB36/EN GJS 5007
N ‘ - 2 Disc Stainless Steel ASTM A351CF8/CF8M
|| 3 Seat Rubber NBR / EPDM
4 Shaft Stainless Steel AlSI 304/316/420
i ® Bolt Carbon Steel + AISI 1025 + Galvanized
. Galvanized
6 Washer Carbon Steel + AISI 1025 + Galvanized
' Galvanized
B ‘ 7 Worm Gear Box Ductile Iron ASTM A536
‘ 8 Hand Wheel Carbon steel ASTM 1025
9 Signal Box Plastic Commercial
o o
H=H1+H2+H3
DN Model H (0] C L
50 WBSS-0050 316 150 42 135
65  WBSS-0065 339 150 447 135
80  WBSS-0080 351 150 45.2 135
100  WBSS-0100 389 150 52.1 135
125  WBSS-0125 415 150 b4 .4 135
150 WBSS-0150 440 150 55.8 135
200  WBSS-0200 521 300 60.6 182
250 WBSS-0250 581 300 65.6 182
300 WBSS-0300 0662 300 76.9 182

Blue ( Fully Open )

White ( Common )

| ON] Black ( Not Fully Open )

WEB S S-0100- 10 - D2R

P — D2: Gang cau- Ductile Iron

Loal - Model: I :{/I:‘Mé.u dh6 'ged
WB: Van Buém au xanh - Blue
Water Butterfly Mat bich va ap luc:
Flange & Pressure

Hoat ddng - Operation: 10: PN10
S: Tin Hiéu - Sianal 16: PN16

. lin Aieu - signa 20: PN20
Type: Norminal Diameter:
S: Center line series 0100 : 100 mm

0250 : 250 mm




